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Pairing your RD8200® / RD8200®G Locator with 
PointMan (Android™) 

Locator Setup 

1. Turn on the locate tool using the Power key. It will open to the “UTIL” settings in 

which you are asked to select the Utility you will be collecting. 

a. Press the Antenna key (right arrow) to access the options. Use the Up and 

Down Arrow keys to get to the Utility option you want to collect.  

b. Press the F key to save the setting. 

c. Press the F key again to exit the UTIL settings. 

2. Set iLOC™ to ON 

a. Press the power key to open the Menu. 

b. Use the Down Arrow key to get to “iLOC”. Press the Antenna key to open the 

iLOC settings. 

c. Use the Up and Down Arrow keys to get to “ON”. Press the F key to save the 

setting and return to the previous menu. 

3. Set SMLOG/COM to ON and SMLOG/PROT to ASCII 

a. Use the Down Arrow key to get to “SMLOG” and press the Antenna key to 

open the SMLOG settings. 

b. Use the Up and Down Arrow keys to get to “COM”. Press the Antenna key to 

open the COM settings. 

c. Use the Up and Down Arrow keys to get to “ON”. Press the F key to save the 

setting and return to the previous menu. 

d. Use the Up and Down Arrow keys to get to “PROT”. Press the Antenna key to 

open the PROT settings. 

e. Use the Up and Down Arrow keys to get to “ASCII”. Press the F key to save 

the setting. 
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PointMan Setup  

1. Download PointMan from the Google Play Store.  

a. https://play.google.com/store/apps/details?id=com.prostarcorp.pointman&

pcampaignid=web_share  

2. Login to the Mobile app and open or create a project. Then go to the PointMan 

Settings page.  

3. Tap the “Configure Bluetooth®” button in the Devices section. This will open your 

mobile device’s native ç 

4. If using the RD8200G, skip this step. Otherwise, if using the RD8200: 

a. Use the Power key to open the Menu. Then use the Up and Down arrow keys 

to get to BT. Press the Antenna Key to open the BT settings.  

b. Use the Up and Down arrow keys to get to “PAIR”. Press the Antenna Key to 

open the Pairing settings.  

c. Use the Up and Down arrow keys to get to “BT-PC”. Press the F key to initiate 

pairing mode and the Bluetooth icon on the locator will begin to flash.  

d. Return to the mobile device’s Bluetooth settings.  

5. Scan for available Bluetooth Wireless Technology devices. Select the locator from 

the list and enter the connection pin, if prompted.  

6. Return to the PointMan Settings page.  

7. From the Locator dropdown, select “Radiodetection”. From the second Locator 

dropdown, select the corresponding option as it appeared in the Bluetooth scan 

list.  
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Setting up the True RTK PointOne Navigation 
Correction Service and Testing the Connection to the 

Locator 
 

1. In PointMan, go to the GPS section in the Settings page  

2. Tap the dropdown for Corrections and select “PointOneNav”  

a. If you do not automatically have the PointOneNav Corrections option, follow 

the steps below:  

i. Tap the Dots button next to the Corrections dropdown  

ii. Tap New and enter the required fields  

1. For Mount, select POLARIS. You will need to tap the Refresh 

button to get the list of Mounts to choose from.  

2. For EPSG, select 4326 – WGS 84  

iii. Tap Test in the top right and ensure you get an OK notification  

1. If you get Access Denied,  

a. Double check the entries to ensure they are filled in 

correctly with no extra spaces at the end  

b. Ensure your correction service account is active  

3. Enter in the Antenna Height as needed. Tip: Use the Calculator button that is next to 

the Antenna field to select your equipment and have PointMan automatically 

calculate the height based on what’s selected.  

4. Set a Geoid or Alarms if needed  

5. Click Test GPS – This will display a dialog that contains the information you will be 

seeing in the Status Menu that appears during active data collection.  

a. Here, you can confirm the accuracy levels and fix type that you are receiving 

from the Locator in conjunction with the Point1Nav correction service.  
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b. If PointMan is streaming the data from the Locator, the locator will be listed 

here in this dialog with the status of “on” or “ready” as confirmation.  

6. Once the data appears accurate, you may begin collecting data using any of the 

supported Radiodetection locator models (RD8000®, RD8100®, RD8200®, 

RD8200®G, and RD8200®SG) and PointOne Navigation Correction Service. 
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